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Honeywell Product Technical Data 
Wireless Security 
 

SEF8MS - Wireless Battery Siren 
with LED 
 

 
 
KEY FEATURES AND BENEFITS 

 

• Honeywell unique patented bi-directional secure 868 
MHz Wireless Technology - longer range (1000m) and 
improved battery performance. 

• Provide high immunity to external noises by having anti-
jamming functionality, encrypted communication and 
28bit unique product identification 

• Provide a distinct outdoor visible deterrent with 
intermittent flashing LEDs and a loud 103 dB alert in 
emergencies. 

• Easy installation with an integral spirit level. 

 

PRODUCT SPECIFICATION  
 

Languages covered –  
GB, DE, FR, NL, ES, PT, IT = English, German, French, 
Dutch, Spanish, Portuguese, Italian  
 
• Colour -  White  
• Lens – Orange/Red (supplied) 
• Strobe lights  
• Frequency -  868MHz  
• Wall Mounting  
• 4 years battery life (15mins sounding and strobe per 

year) 
• Tamper – Rear and case  
• Low Battery signal 

 
 

KIT CONTENTS 
 

• 1 x Wireless Battery siren with LED  
• 8 x 1.5V FR6 AA Lithium batteries 
• 1 x Installation Manual 
• 1 x Declaration of conformity 
• 1 x integral spirit level 

 

INSTALLATION 
• Wall mount 

 

MECHANICAL & ENVIRONMENTAL 
 

Temperature: 
 Operating: -25°C to +60°C 
 Storage: -30°C to +75°C  

Dimensions:                       330 x 240 x 73mm (HxWxD) 
 
Product Weight:                 1000g   (exclude battery) 
 
IP rating:                             IP44 
   

POWER SUPPLY 
 

8 x 1.5V FR6 AA Lithium batteries 
 

PERFORMANCE 
Siren / Sounder           : 103dB(A) at 1m 

 
Strobe/Flashing LED    : 1 Hz 
  

Alarm Interface: 

RF operating frequency: 868MHz 

RF range: 1000m (Open field) >50m onsite 

 

PACKAGING DATA 
SINGLE PRODUCT 

EAN code:         5004100969507 
Weight:         approx. 1432g 
Pack dimension:               366 x 250 x 85mm 
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